Q) TYPICAL WIRING DIAGRAM
SMARTPLUG® SPLIT PHASE 120/230VAC (L1, L2, N, GROUND)
nnovations in Power Delivery | THIS WIRING DIAGRAM IS FOR SPLIT PHASE SYSTEMS THAT DO NOT HAVE A TRANSFORMER

For questions, comments or
concerns please call
206-285-2990 or email at
info@smartplug.com

Front of
Orange Shunt Jumper Top of g"c“':‘
C ts C to top spade Circuit reaker
onnects ¢ to top sp Breaker
(Provided in Assembly Kit).
BACK OF
CIRCUIT
BREAKER L2
11
LOAD
Current Carrying Leads Must Be NO
Twisted as they pass through the Coil
BACK OF Must go to the To The
SMARTPLUG INLET 120VAC SENSOR NO Terminal Panel
LINE on switch
[ ]
i —
Vv\\//r:ittifrrj:jg;sor White - N ™ White - N * s
Red— L2H ] LY —|
’ Black - L1 H . Y |
* o ]
'\ Front of : : —
% Sensor I"'I_“'
From Black
The White Terminalis- Neutral Sensor Yellow (Shunt)
The Black Terminalis-  (Hot) L1
Ground

The Red Terminal is - (Hot) L2
The Green Terminal is- Ground




